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Menetelma rahan lataamiseksi, elektroniikkalaite ja jarjestelma 

Nyt esilla oleva keksinto kohdistuu oheisen patenttivaatimuksen 1 joh- 
5 danto-osassa esitettyyn menetelmaan rahan lataamiseksi. Keksinto 
kohdistuu viela oheisen patenttivaatimuksen 9 johdanto-osan mukai- 
seen elektroniikkalaitteeseen seka oheisen patenttivaatimuksen 14 
johdanto-osan mukaiseen jarjestelmaan. 

10 Nykyisin tunnetaan ns. rahakortteja, joihin kayttaja voi ladata rahaa 
pankkiautomaatista (ATM, Automatic Teller Machine) tai vastaavasta 
sahkoisessa muodossa. Tallaiselfa rahakortilla kayttaja voi maksaa 
ostoksia sellaisissa liikkeissa, joissa on rahakortin lukemiseen kyke- 
neva kortinlukija. Tallaiset rahakortrt perustuvat tyypillisesti alykortti- 

15 tekniikkaan, jolloin korttiin on liitetty mikropiiri, johon rahakorttitoiminnot 
on toteutettu. Kuvassa 1 on esitetty eras tallainen rahakorttitoteutus 
pelkistettyna lohkokaaviona. Rahakortti 1 kasittaa suorittimen 2, muis- 
tia3 seka liityntavalineet 4. Suoritinta2 kaytetaan rahakortin toimin- 
nassa tarvittavien ohjelmien suorittamiseen. Ohjelmat on tallennettu 

20 muistiin3, joka kasittaa edullisesti lukumuistia seka haihtumatonta 
luku/kirjoitusmuistia. Lukumuistia kaytetaan ohjelmien tallennukseen, ja 
luku/kirjoitusmuistia kaytetaan mm. ilmaisemaan sen, kuinka paljon 
rahaa kortille on tallennettu. Liityntavalineet 4 mahdollistavat rahakortin 
ja ulkopuolisen laitteen valisen kommunikoinnin mm. rahaa ladattaessa 

25 seka maksettaessa. 

Vaarinkaytosten estamiseksi rahakortin toteutuksessa on kaytetty eri- 
laisia tarkistuksia seka salauksia, joilla pyritaan varmistamaan rahan 
lataamisessa ensinnakin se, etta korttia kayttava henkilo on oikeutettu 

30 suorittamaan rahan latauksen kortille, ja myos se, etta kortille siirtyva 
rahamaara vastaa kayttajan tililta veloitettavaa rahamaaraa. Vastaa- 
vasti rahakortin kayttamisessa maksamiseen voidaan tarkistaa, etta 
kortin haltija on oikeutettu maksamaan kyseisella kortilla, etta kortilla 
oleva rahamaara riittaa maksun suorittamiseen, ja etta oikea raha- 

35 maara siirtyy kortilta maksun vastaanottajalle. Tallaisesta rahakortista 
kaytetaan myos nimitysta sahkoinen lompakko (electronic wallet). 
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Kaikissa rahakorttisovelluksissa ei maksamisen yhteydessa kuitenkaan 
suoriteta mainittuja tarkistuksia. 

Rahakortteja voidaan nykyisin kayttaa jo useissa paikoissa maksujen 
5 suorittamiseen. Esimerkiksi lukuisissa kaupoissa, uimahalleissa, tak- 
seissa, hotelleissa jne. voidaan maksut suorittaa rahakortin avulla. 
Lisaksi tunnetaan rahakorttisovelluksia, jotka on tarkoitettu vain tiettyi- 
hin kayttetarkoituksiin, kuten linja-automatkan maksaminen. 

10 Rahan lataaminen rahakortille suoritetaan sellaisella pankkiautomaa- 
tiila, jossa on kortin iukija tallaista rahakorttia varten. Talldin kayttaja 
asettaa rahakortin fata varten tarkoitettuun korttiaukkoon 16 (kuva 3), 
jonka yhteyteen on jarjestetty valineet tiedonsiirron jarjestamiseksi kor- 
tin ja pankkiautomaatin valille. Taman jalkeen kayttaja nappailee nap- 

15 paimistolla 17 oman tunnuslukunsa, minka jalkeen rahakortti ja/tai 
pankkiautomaatti suorittaa varmistuksen siita, etta tunnusluku on 
annettu oikein ja etta korttia ei ole deaktivoitu esimerkiksi siita syysta, 
etta kortti on ilmoitettu varastetuksi. Mikali kortti on kunnossa ja tun- 
nusluku on annettu oikein, voidaan suorittaa rahan lataus. Pankki- 

20 automaatti pyytaa kayttajaa ilmoittamaan summan, jonka kayttaja 
haluaa kortille ladattavan. Tassa vaiheessa pankkiautomaatti voi myos 
nayttaa nayttolaitteella 18 kortilla silla hetkella olevan rahamaaran. 
Halutun summan nappailemisen jalkeen pankkiautomaatti suorittaa 
rahan siirron kortille eslm. pankin tietojarjestelmasta 19. Talloin kaytta- 

25 jan pankkitililta vahennetaan kortille siirretty rahamaara, ja vastaavasti 
kortilla olevaa rahamaaraa kasvatetaan. Tieto kortilla olevasta rahasta 
tallennetaan rahakortin muistiin 3. 


Siina vaiheessa, kun kayttaja haluaa maksaa rahakortilla, asetetaan 
30 rahakortti kortinlukijaan ja kayttaja nappailee tunnusluvun varmistuk- 
seksi siita, etta kortti on kyseisen kayttajan kortti. Kassakoneesta vali- 
tetaan tieto siita, kuinka suuri rahamaara kortilta on veloitettava. 
Taman jalkeen kortinlukija tarkistaa, etta kortilla oleva rahamaara riittaS 
maksun suorittamiseen. Mikali rahamaara riittaa maksun suorittami- 
35 seen, vahennetaan rahakortilta maksua vastaava rahamaara ja lisa- 
taan tama rahamaara maksun vastaanottajan tilille. Rahakorttia kay- 
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tettaessa ei siis siirreta varsinaisesli fyysista rahaa vaan tietoa, jolloin 
rahakortin kaytffi on vaivattomampaa. 

Epakohtana tallaisessa rahakortin kaytossa on mm. se, etta rahan 
5 lataamisen suorittamiseksi kayttajan on etsittava sellainen pankkiauto- 
maatti, jossa on valineet rahakortin lataamiseksi. Lisaksi kayttajan on 
asetettava rahakortti kortinlukijaan, nappailtava tunnuslukunsa ja siir- 
rettavan rahan maara. Kayttaja saattaa joissakin tilanteissa unohtaa 
ladata rahaa kortille, jolloin maksua suoritettaessa kortilla oleva raha- 
10 maara ei valttamatta riita maksun suorittamiseen. Talloin kayttajan on 
etsittava sopiva pankkiautomaatti, suoritettava rahan lataaminen ja 
palattava takaisin maksamaan ostoksensa. 

On kehitetty myos langaton rahakortti. Talloin rahakortti sijoitetaan lii- 

15 tantalaitteeseen, johon on jarjestetty langattomat tiedonsiirtovalineet. 
Talloin rahakortti voi kommunikoida esimerkiksi langattoman puhelimen 
kanssa, joka on varustettu vastaavilla langattomilla tiedonsiirto- 
valineilla. Talloin kayttaja voi ladata rahakortille rahaa siten, etta lan- 
gaton puhelin muodostaa tiedonsiirtoyhteyden esimerkiksi Internetiin 

20 rahakortin mySntajan kotisivulle. Talla kotisivulla on sovellus, jonka 
avulla kayttaja voi suorittaa rahan lataamisen kuten pankkiautomaatilla 
tehtava rahan lataus. Kayttaja siis syottaa tunnuslukunsa ja ilmoittaa 
ladattavan rahan maaran. Tieto siirrettavan rahan maarasta siirretaan 
matkaviestinverkon valityksella langattomaan puhelimeen ja siita edel- 

25 leen paikallista langatonta tiedonsiirtoyhteytta kayttaen rahakortille. 
Tassakin jarjestelyssa on epakohtana mm. se, etta kayttajan on nap- 
pailtava oma tunnuslukunsa ja ilmoitettava siirrettavan rahan maara. 
Lisaksi, mikali tiedonsiirtoyhteys on kuormitettu, voi rahan lataaminen 
kestaa kauan. Joissakin tilanteissa voi kayda niin, etta rahan lataami- 

30 nen ei onnistu. 

Nyt esilla olevan keksinnon eraana tarkoituksena on poistaa edella 
mainitut epakohdat mita suurimmassa maarin ja aikaansaada mene- 
telma rahan lataamiseksi rahakortille, jossa rahan lataus suoritetaan 
35 automaattisesti. Keksintd perustuu siihen ajatukseen, etta rahan lataus 
kortille suoritetaan automaattisesti pankkiautomaatin laheisyydessa, 
mikali kortilla oleva rahamaara alittaa ennalta asetetun rajan. Nyt esilla 
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olevan keksinnon mukaiselle menetelmalle on paaasiassa tunnus- 
omaista se, mita on esitetty oheisen patenttivaatimuksen 1 tunnus- 
merkkiosassa. Nyt esilla olevan keksinnon mukaiselle elektronilkka- 
laitteelle on paaasiassa tunnusomaista se, mita on esitetty oheisen 
5 patenttivaatimuksen 9 tunnusmerkkiosassa. Nyt esilla olevan keksin- 
non mukaiselle jarjestelmalle on viela paaasiassa tunnusomaista se, 
mita on esitetty oheisen patenttivaatimuksen 14 tunnusmerkkiosassa. 

Nyt esilla olevalla keksinndlla saavutetaan merkittavia etuja tunnetun 
10 tekniikan mukaisiin rahakorttiratkaisuihin verrattuna. Keksinnon 
mukaista menetelmaa sovellettaessa rahan lataus kortille voidaan suo- 
rittaa automaattisesti, jolloin kayttajan ei erikseen tarvitse siirtya pank- 
kiautomaatille, asettaa korttia kortinlukijaan, nappailla tunnuslukuaan ja 
ladattavan rahan maaraa. Talloin kayttaja ei valttamatta edes huomaa, 
15 etta kortille on ladattu lisaa rahaa. Tallaisella jarjestelylla saastyy siis 
kayttajatta aikaa. Automaattisesta rahan latauksesta on my6s se etu, 
etta kayttajan ei tarvitse muistaa kayda lataamassa rahaa kortille. 

Keksintoa selostetaan seuraavassa tarkemmin viitaten samalla oheisiin 
20 piirustuksiin, joissa 

kuva 1 esittaa erasta tunnetun tekniikan mukaista rahakorttia 
pelkistettyna lohkokaaviona, 

25 kuva 2 esittaa pelkistettyna lohkokaaviona erasta elektroniikka- 
laitetta, jota voidaan kayttaa keksinnon eraan edullisen suo- 
ritusmuodon mukaisen menetelman yhteydessa, 

kuva 3 esittaa erasta esimerkkia jarjestelmasta, jossa keksinnon 
30 eraan edullisen suoritusmuodon mukaista menetelmaa voi- 

daan soveltaa, ja 


35 


kuva 4 esittaa vuokaaviona keksinnon eraan edullisen suoritus- 
muodon mukaisen m netelman eri vaiheita. 

Seuraavassa selostetaan keksinnon eraan edullisen suoritusmuodon 
mukaisen menetelman toimintaa kayttaen esimerkkina rahakortista 
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kuvan 1 mukaista rahakorttia 1 ja elektroniikkaiaitteesta kuvan 2 
mukaista elektroniikkalaitetta 5. Kayttaja asettaa rahakortin 1 kortin- 
lukijaan 6, kuten kuvassa 3 on esitetty. Kortinlukija 6 on jarjestetty tie- 
donsiirtoyhteyteen elektroniikkalaitteen 5 kanssa. Tama tiedonsiirto- 
5 yhteys voi olla langallinen tiedonslirtoyhteys, jolloin elektroniikka- 
laitteen 5 ja kortinlukijan 6 valille on kytketty kaapeli 7, tai tiedonsiirto- 
yhteys voi olla langaton tiedonsiirtoyhteys, kuten lyhyen kantaman 
radioyhteys, josta eraana esimerkkina mainittakoon tassa yhteydessa 
Bluetooth™-jarjestelma. Mikaii tiedonsiirtoyhteytena elektroniikka- 

10 laitteenS ja kortinlukijan 6 vaiilia kaytetaan langatonta tiedonsiirto- 
yhteytta, tulee kortinlukijalle 6 jarjestaa erillinen tehonsyotto akuilla, 
paristoilla tai vastaavalla. Mikaii kuitenkin kaytetaan langallista tiedon- 
siirtoyhteytta elektroniikkalaitteen 5 ja kortinlukijan 6 valilla, voidaan 
kortinlukijan 6 ja samalla myos rahakortin 1 tehonsydttd jarjestaa elek- 

15 troniikkalaitteesta 5 kaapelin7 valityksella. Elektroniikkalaitteena 5 
kaytetaan tassa edullisessa suoritusmuodossa langatonta viestinta, 
mutta on selvaa, etta keksinnon yhteydessa voidaan kayttaa myos 
muita elektroniikkalaitteita. Elektroniikkalaitteeseen 5 on jarjestetty 
ensimmaiset liityntavaiineet 8 tiedonsiirron jarjestamiseksi elektroniik- 

20 kalaitteen 5 ja kortinlukijan 6 vaiilia. Kortinlukijassa 6 on edullisesti toi- 
set liityntavaiineet 9, joiden avulla tietoa siirretaan elektroniikka- 
laitteen 5 ja rahakortin 1 vaiilia. Nama kortinlukijan tiedonsiirtovali- 
neet 9 on yhdistetty rahakortin 1 tiedonsiirtovaiineisiin 4. Nama kortin- 
lukijan 6 tiedonsiirtovaiineet 9 kasittavat esimerkiksi mekaaniset kyt- 

25 kentaelimet, joilla kaapelin 7 johtimet yhdlstetaan etakortin 1 liitynta- 
valineiden 4 vastaaviin liitantaplsteisiin (ei esitetty). Talloin liitanta- 
johdossa7 on johdin edullisesti kutakin etakortin liitantavalineiden 4 
liitantapistetta kohden. On selvaa, etta kortinlukija 6 voi kasittaa myos 
muuntyyppiset liitantavalineet 9, joissa voidaan suorittaa esimerkiksi 

30 protokollamuunnoksia ja muita tietojenkasittelytoimenpiteita. Tall&in 
tieto voidaan siirtaa eiektroniikkalaitteelle 5 eri muodossa kortinlukijal- 
ta6 kuin rahakortiHa 4 suoraan eiektroniikkalaitteelle 5 siirrettaessa. 
Mikaii elektroniikkalaitteen 5 ja kortinlukijan 6 valilla kaytetaan langa- 
tonta tiedonsiirtoyhteytta, kortinlukijan 6 liitantavalineet 9 kasittavat 

35 vaiineet taman langattoman tiedonsiirtoyhteyd n toteuttamiseksL 
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Elektroniikkalaite 5 kasittaa edullisesti suorittimen 10, muistivalineet 11, 
kayttajaliitynnan 12, radio-osan 13 ja lahitiedonsiirtovalineet 14. 

Kun rahakortti 1 on asetettu kortinlukijaan 6, suoritetaan rahakortin 1 
5 tunnistus edullisesti seuraavasti. Elektroniikkalaite 5 tunnistaa raha- 
kortin 1 tyypin ja pyytaa kayttajaa antamaan oman, tata rahakorttia 
vastaavan tunnusluvun. Tunnusluku valitetaan elektroniikkalaitteesta 5 
rahakortille 1, jossa liityntavalineet 4 siirtavat tiedon suorittimelle 2. 
Suoritin 2 tarkistaa, etta tunnusluku vastaa kortille 1 tallennettua tun- 

10 nuslukua, minka jalkeen rahakortti 1 valittaa hyvaksymistiedon elektro- 
niikkalaitteelle 5. Mikali tunnusluku ei tasmaa, rahakortti 1 lahettaa 
elektroniikkalaitteelle 5 tiedon, etta tunnusluku on vaarin. Mikali tun- 
nusluku on syotetty oikein, kayttaja voi esimerkiksi tarkistaa rahakortil- 
la 1 olevan saldon valitsemalla vastaavan toiminnon elektroniikka- 

15 Iaitteen5 kayttajaliitynnan 12 avulla. Kayttaja voi my6s kayttajaliityn- 
nan 12 avuila asettaa elektroniikkalaitteen 5 automaattisen lataus- 
toiminnon paalle. Samassa yhteydessa kayttaja voi my6s asettaa 
latausehdon automaattisen latauksen suorittamiselle. Tama latausehto 
voi olla esim. minimiraja, maksimiraja, keskimaarainen kortin saldo, 

20 viikonpaiva ja kellonaika, sijainti tms. Minimiraja llmaisee sen, kuinka 
paljon kayttaja haluaa rahakortilla 1 rahaa olevan. Minimirajan lisaksi 
kayttaja voi edullisesti asettaa kerralla ladattavan rahamaaran, tai 
asetus voidaan tehda siten, etta rahakortille 1 rahaa ladataan niin pal- 
jon, etta minimiraja ylittyy. Maksimirajan asettamisella kayttaja voi 

25 rajata kortin saldon haluamaansa ylarajaan, jolloin korttia ladatessa 
tarkistetaan, etta maksimisaldo ei ylrty. Keskimaarainen kortin saldo 
voidaan maarittaa esim. kuukauden ajalta, jolloin latausvaiheessa kor- 
tille ladataan rahasumma, jolla kortin saldo saadaan olennaisesti kes- 
kimaaraisen saldon suuruiseksi. Lisaksi edella mainittua aikaan 

30 perustuvaa latausehtoa voidaan soveltaa esim. siten, etta viikonlopun 
lahestyessa kortille ladataan suurempi rahamaara kuin arkipaivina. 
Latausehto voi olla rajoitettu myos kellonaikaan, jolloin esimerkiksi 
illalla kaytetaan pienempaa minimi- ja/tai maksimirajaa kuin paivalla. 
Sijaintitieto voi olla maaritetty esim. pankkiautomaattiin, jolloin lataus 

35 suoritetaan esim. silloin, kun kayttaja on sellaisen pankkiautomaatin 
laheisyydessa, joka sijaitsee kauppakeskuksessa, huoltoasemalla tai 
vastaavassa. On selvaa, etta nyt esilla olevan keksinnon yhteydessa 
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voidaan maarittaa myos muita latausehtoja kuin edella esitetyt, ja eri 
latausehtoja voidaan kayttaa myos yhdessa, esim. minimi- ja maksimi- 
raja. 

5 Kayttajan syottama tunnusluku voidaan lisaksi tallentaa esim. elektro- 
niikkalaitteen 5 muistivalineisiin 11, jolloin kayttajan ei tarvitse syottaa 
tunnuslukua siina vaiheessa kun keksinnon eraan edullisen suoritus- 
muodon mukainen automaattinen lataus suoritetaan. Kayttaja voi myos 
asettaa rahakortin tunnusluvuksi saman kuin elektroniikkalaitteen 5 

10 kayttoon mahdollisesti liittyva tunnusluku, kuten langattomista viesti- 
mista tunnettu PIN-koodi (Personal Identity Number). 

Automaattisen lataustoiminnon paallekytkeminen asettaa elektroniik- 
kalaitteen 5 lahitiedonsiirtovalineet 14 vastaanottamaan edullisesti vali- 

15 ajoin pankkiautomaatin 15 (kuva3) lahottamaa signaalia. Talloin tilan- 
teessa, jossa kayttaja on sellaisen pankkiautomaatin 15 laheisyydessa, 
jossa on langattomat lahitiedonsiirtovalineet 20 automaattista lataus- 
toimintoa varten, elektroniikkalaitteen 5 lahitiedonsiirtovalineet 1 4 vas- 
taanottavat pankkiautomaatin 15 lahettaman kyselysanoman. Taman 

20 kyselysanoman lahetysta esittaa kuvan4 vuokaaviossa Iohko401, ja 
vastaavasti kyselysanoman tutkimista esittaa lohko 402. Sen jalkeen, 
kun elektroniikkalaite 5 on vastaanottanut kyselysanoman, elektroniik- 
kalaite 5 suorittaa rahakortin 1 rahamaaran tarkistuksen (lohko 403). 
Mikali rahakortilla 1 oleva rahamaara on pienempi kuin asetettu minimi- 

25 saldo, suoritetaan rahan lataus rahakortille 1 . 

Rahan lataus keksinnon eraassa edullisessa suoritusmuodossa suori- 
tetaan seuraavastL Elektroniikkalaite 5 lahettaa rahakortin 1 tunnus- 
luvun Iahitiedonsiirtovalineilla14 (lohko 404). Pankkiautomaatti 15 

30 kuuntelee, onko mikaan laite vastannut kyselysanomaan (lohko 405). 
Sen jalkeen kun pankkiautomaatti 15 vastaanottaa elektroniikka- 
Iaitteesta5 lahetetyn tunnusluvun, suorittaa pankkiautomaatti 15 var- 
mennuksen sille, etta tunnusluku vastaa pankin tietojarjestelmaan 19 
tallennettua tunnuslukua (lohko 406). Sen jalkeen, kun tunnusluku on 

35 tarkistettu ja varmistettu, etta se on oikein, pankkiautomaatti 15 lahet- 
taa kuittaussanoman ja kysyy ladattavan rahan maaraa (lohko 407). 
Vastaanotettuaan varmistus- ja kyselysanoman elektroniikkalaite 5 
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tutkii sen, kuinka paljon rahaa tulee ladata rahakortille 1 . Ladattava 
rahamaara on joko tietyn suuruinen tai sellainen, etta rninimiraja ylittyy, 
kuten aikaisemmin tassa selityksessa on jo mainittu. Elektroniikka- 
laite 5 lahettaa lahitiedonsiirtovalineilla 4 tiedon ladattavan rahan maa- 
5 rasta (Iohko408). Taman jalkeen pankkiautomaatti 15 tarkistaa tililla 
olevan saldon (lohko 409), ja mikali tilin saldo rirttaa latauksen suorit- 
tamiseksi, pankkiautomaatti 15 lahettaa sanoman, jossa ilmoitetaan 
rahan latauksesta (lohko 410). Mikali tililla oleva rahamaara ei riita 
latauksen suorittamiseen, pankkiautomaatti esimerkiksi lahettaa tiedon 
10 siita, kuinka paljon tililla on rahaa ladattavissa, tai asettaa lataus- 
maaraksi esimerkiksi nollan, jolloin elektroniikkalaite 5 voi taman 
perusteelia paatella, etta kortille 1 ei voida ladata rahaa. Toisaalta tun- 
netaan luotollisia pankkitileja, jolloin tililla olevan saldon ylittava osuus 
kirjataan kayttajan luotoksi ja lataus voidaan suorittaa normaalisti. 

15 

Elektroniikkalaite 5 vastaanottaa pankkiautomaatin 1 5 lahitiedonsiirto- 
valineiden 20 lahettaman sanoman, tutkii sanomasta mm. siirrettavan 
rahan maaran, ja taman jalkeen tallentaa taman rahakortille 1 
(lohko 411). Rahan tallennus suoritetaan edullisesti seuraavasti. Elek- 

20 troniikkalaite 5 lahettaa ensimmaisten liitantavalineiden 8 kautta sano- 
man rahakortille 1 , ja tassa sanomassa valitetaan tieto kortille 1 talle- 
tettavan rahan maarasta. Rahakortin 1 suorrtin 2 tarkistaa tiedonsiirron 
oikeellisuuden, minka jalkeen suoritin2 muuttaa muistissa3 olevaa 
tietoa kortille 1 tallennetun rahan maarasta vastaamaan uutta tilan- 

25 netta. 

On selvaa, etta edella mainituissa rahansiirto-operaatioissa suoritetaan 
erilaisia varmennuksia ja tarkistuksia, ja lisaksi tieto siirretaan salatu- 
ssa muodossa vaarinkaytdsten estamiseksi- Nama ovat kuitenkin alan 
30 asiantuntijan tuntemaan tekniikkaa, joten niiden tarkempi kasittely 
tassa yhteydessa ei ole tarpeen. 

Vaikka edella keksinnon eraan edullisen suoritusmuodon mukaisen 
menetelman kuvauksen yhteydessa on kaytetty jarjestelmaa, jossa 
35 elektroniikkalaite 5, kortinlukija 6 ja rahakortti 1 ovat erillisia laitteita, on 
selvaa, etta keksinnon yhteydessa voidaan soveltaa myos muuntyyppi- 
sia jarjestelmia. Esimerkiksi kortinlukijan 6 toiminnot voidaan toteuttaa 
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elektroniikkalaitteen 5 yhteydessa, jolloin rahakortti 1 sijoitetaan elek- 
troniikkalaitteessa 5 vastaaviin valineisiin rahakortin 1 liittamiseksi. 
Eraassa toisessa suoritusmuodossa rahakortti 1 voidaan toteuttaa 
muun kortin, kuten langattoman viestimen kayttajan tunnistekortin 21 
5 (esitetty katkoviivoitettuna kuvassa 2), edullisesti SIM-kortin (Sub- 
scriber Identity Module) yhteydessa. Talloin erillista rahakorttia 1 ei 
valttamatta tarvita. Tassa suoritusmuodossa maksaminen suorftetaan 
langattomasti esimerkiksi elektroniikkalaitteen 5 lahitiedonsiirtovalinei- 
den 14 avulla. Talloin maksun vastaanottajalla tulee olla vastaava laite, 
10 joka pystyy kommunikoimaan elektroniikkalaitteen 5 kanssa. Toisaalta 
maksaminen voidaan suorittaa myos radio-osan 13 valrtyksella, jolloin 
erillisia lahitiedonsiirtovalineita 14 ei maksamisen yhteydessa valtta- 
matta tarvita. 

15 Seuraavassa selostetaan keksinnon eraan toisen edullisen suoritus- 
muodon mukaisen menetelman toimintaa kayttaen esimerkkina elek- 
troniikkalaitteesta 5 langatonta viestinta, jossa rahakortin 1 toiminnot 
on muodostettu kayttajan tunnistekortin 21 yhteyteen. Eraana, ei 
rajoittavana esimerkkina tallaisesta langattomasta viestimesta mainit- 

20 takoon tassa yhteydessa GSM-matkaviestin. Tassa suoritusmuodossa 
elektroniikkalaitteessa 5 ei valttamatta tarvita kortinlukijaa 6 eika kaa- 
pelia7. Lisaksi rahakortin ohjaimena2, muistina3 ja tiedonsiirto- 
valinerna 4 kaytetaan edullisesti tunnistekortin vastaavia toiminnallisia 
lohkoja, joita ei selvyyden vuoksi kuitenkaan ole esitetty kuvan 2 

25 tunnistekortin yhteydessa. 

Kayttaja on kytkenyt langattoman viestimen toimintaan, jolloin se on 
sinansa tunnetusti kirjautunut matkaviestinverkkoon (ei esitetty), mikali 
se matkaviestinverkon sen hetkisten resurssien ja yhteyden laadun 

30 kannalta on ollut mahdoliista. Rahan lataustarpeen maarittamiseksi 
menetelmassa tutkitaan edullisesti valiajoin ja/tai maksutapahtuman 
yhteydessa rahakortille maaritetyn latausehdon toteutumista, esim. ver- 
rataan talletettua rahamaaraa asetettuun minimimaaraan. Mikali lataus- 
ehto toteutuu, tutkitaan, onko langattomalla viestimella silla hetkella 

35 yhteys muodostettavissa matkaviestinverkkoon. Mikali yhteys on muo- 
dostettavissa, lahetetaan langattomasta viestimesta 5 latauspyyntd- 
sanoma matkaviestinverkkoon, josta se valitetaan edelleen rahalaitok- 
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sen tietojariestelmaan esim. soittamalla tiettyyn puhelinnumeroon. 
Taman jalkeen langaton viestin 5 ja rahalaitoksen tietojarjestelma 
kommunikoivat keskenaan mm. kayttajan tilitietojen selvlttamiseksi. 
Lisaksi langaton viestin 5 valittaa tiedon ladattavan rahan maarasta. 
5 Taman jalkeen rahan siirto suoritetaan rahalaitoksen tietojarjestelmasta 
langattomaan viestimeen 5 matkaviestinverkon kautta sinansa tunnet- 
tuja kommunikointimenetelmia kayttaen. Langattomassa viestimessa 5 
muutetaan rahakortille talletetun rahan maaraa vastaavasti. Tassa suo- 
ritusmuodossa rahan latausvalineet 15 kasittavat siis matkaviestin- 
1 0 verkon. 

Mikali rahakorttina 1 kaytetaan erillista, sinansa tunnettua rahakorttia, 
voidaan maksaminen suorittaa sinansa tunnetulla tavalla ottamalla 
rahakortti 1 pois kortinlukijasta 6 ja sijoittamalla se maksun saajan 
15 vastaavaan kortinlukijaan. Talloin kayttaja nappailee oman tunnus- 
lukunsa, minka jalkeen rahakortilta 1 vahennetaan maksua vastaava 
rahamaara edellyttaen, etta rahakortilla 1 oleva rahamaara riittaa mak- 
sun suorittamiseen. 

20 Vaikka edella keksintoa on selostettu rahakortin 1 yhteydessa, voidaan 
keksinnGn mukaista menetelmaa soveltaa myOs esimerkiksi linja-auto- 
maksujen maksamiseen tarkoitettujen maksukorttien yhteydessa. Tal- 
loin esimerkiksi linja-autopysakkien laheisyyteen on jarjestetty valineet, 
joiden kautta lataus voidaan suorittaa. Nama latausvalineet lahettavat 

25 edullisesti kyselysanomia, jolloin lahietaisyydella oleva keksinnon edul- 
lisen suoritusmuodon mukainen elektroniikkalaite 5 havaitsee kysely- 
sanoman, suorittaa maksukortin rahamaaran tarkistuksen, ja mikali 
rahamaara alittaa asetetun minimirajan, suoritetaan rahan lataus mak- 
sukortille. Tallaiseen maksukorttiin voidaan ladata esimerkiksi tietty 

30 maara rahaa tai tiettya maaraa (esim. 1 kpl) linja-automatkoja vastaava 
rahamaara). 

On selvaa, etta nyt esilla olevaa keksintoa ei ole rajoitettu ainoastaan 
edella esitettyihin suoritusmuotoihin, vaan sita voidaan muunnella 
35 oheisten patenttivaatimusten puitteissa. 
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Patenttivaatimuks X : 

1. Menetelma rahan lataamiseksi rahan latausvalineista (1 5) rahan 
tallennusvalineisiin (1), jossa rahaa tallennetaan sahkoisessa muo- 

5 dossa, tunnettu siita, etta menetelmassa maaritetaan latausehto, 
vastaanotetaan rahan latausvalineiden (15) lahettamaa signaalia, ja 
tutkitaan mainittua latausehtoa, jolloin lataus suoritetaan automaatti- 
sesti, mikali latausehto toteutuu ja mikali rahan latausvalineiden (15) 
lahettama signaali on vastaanotettavissa. 

10 

2. Patenttivaatimuksen 1 mukainen menetelma, tunnettu siita, etta 
mainittuna latausehtona kaytetaan minimimaaraa, jolloin menetel- 
massa verrataan rahan tallennusvalineisiin (1) talletettua rahamaaraa 
mainittuun minimimaaraan, ja lataus suoritetaan, mikali talletettu raha- 

15 maara on pienempi kuin mainittu minimimaara. 

3. Patenttivaatimuksen 1 tai 2 mukainen menetelma, tunnettu siita, 
etta mainittuna latausehtona kaytetaan maksimimaaraa, jolloin mene- 
telmassa verrataan rahan tallennusvalineisiin (1) talletettua raha- 

20 maaraa mainittuun maksimimaaraan, ja lataus suoritetaan, mikali tal- 
letettu rahamaara on pienempi kuin mainittu maksimimaara. 

4. Patenttivaatimuksen 1 , 2 tai 3 mukainen menetelma, tunnettu siita, 
etta menetelmassa lisaksi maaritetaan kullakin latauskerralla ladatta- 

25 van rahan maara. 

5. Jonkin patenttivaatimuksen 1 — 4 mukainen menetelma, tunnettu 
siita, etta rahan latauksen yhteydessa lahetetaan tunnusluku rahan 
latausvalineille (15) kayttajan tunnistamiseksi. 

30 

6. Jonkin patenttivaatimuksen 1—5 mukainen menetelma, tunnettu 
siita, etta rahan tallennusvalineina (1) kaytetaan rahakorttia. 


35 


7. Jonkin patenttivaatimuks n 1 — 6 mukainen menetelma, tunnettu 
siita, etta rahan latausvalineina (15) kaytetaan pankkiautomaattia. 
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8. Jonkin patenttivaatimuksen 1—6 mukainen menetelma, tunnettu 
siita, etta rahan latausvalineina (15) kaytetaan matkavlestinverkkoa. 

9. Elektroniikkalaite (5), jonka yhteyteen on jarjestetty rahan tallennus- 
5 valineet (1), joka kasittaa. valineet (8) tiedonsiirtoyhteyden muodosta- 

miseksi rahan latausvalineisiin (1), ja valineet (8, 10, 13) rahan lataa- 
miseksi rahan latausvaiineista (15) rahan tallennusvalineisiin (1), tun- 
nettu siita, etta se kasittaa valineet (12) latausehdon maarittamiseksi, 
valineet (13) rahan latausvalineiden (15) lahettaman signaalin vas- 
10 taanottamiseksi, ja valineet (10) latausehdon tutkimiseksi, jolloin lataus 
on jarjestetty suoritettavaksi automaattisesti, mikali rahan lataus- 
valineiden (15) lahettama signaali on vastaanotettavissa ja mikali mai- 
nittu latausehto toteutuu. 

15 10. Patenttivaatimuksen 9 mukainen elektroniikkalaite (5), tunnettu 
siita, etta valineet (13) rahan lataamiseksi kasittavat langattomat 
tiedonsiirtovalineet. 

11. Patenttivaatimuksen 9 tai 10 mukainen elektroniikkalaite (5), tun- 
20 nettu siita, etta rahan tallennusvalineet (1) kasittavat rahakortin. 

12. Jonkin patenttivaatimuksen 9 — 11 mukainen elektroniikkalaite (5), 
tunnettu siita, etta se kasittaa tunnistekortin elektroniikkalaitteen kayt- 
tajan tunnistamiseksi, ja etta rahan tallennusvalineet (1) on muodos- 

25 tettu mainitun tunnistekortin yhteyteen. 

13. Jonkin patenttivaatimuksen 9—12 mukainen elektroniikkalaite (5), 
tunnettu siita, etta se kasittaa valineet matkaviestintoimintojen suorlt- 
tamiseksi. 

30 

14. Jarjestelma rahan lataamiseksi, joka kasittaa rahan lataus- 
valineet (15), rahan tallennusvalineet (1), elektroniikkalaitteen (5), 
jonka yhteyteen rahan tallennusvalineet (1) on jarjestetty, valineet (8) 
tiedonsiirtoyhteyden muodostamiseksi rahan elektroniikkalaitteen (5) ja 

35 latausvalineiden (1) valille, ja valineet (8, 1 0, 1 3) rahan lataamiseksi 
rahan latausvaiineista (15) rahan tallennusvalineisiin (1), tunnettu 
siita, etta jarjestelma kasittaa valineet (12) latausehdon maarittami- 
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seksi, valineet (20) signaalin lahettamiseksi rahan latausvalineista (15), 
valineet (13) rahan latausvalineiden (15) lahettaman signaalin vas- 
taanottamiseksi, ja valineet (10) latausehdon tutkimiseksi, jolloin lataus 
on jarjestetty suoritettavaksl automaattisesti, rnikali rahan lataus- 
5 valineiden (15) lahettama signaali on vastaanotettavissa ja rnikali 
mainittu latausehto toteutuu. 
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(57) Tiivistelma 

Nyt esilla oleva keksinto kohdistuu menetelmaan rahan 
lataamiseksi rahan latausvalineista (1 5) rahan tallen- 
nusvalineisiin (1). Menetelmassa rahaa tallennetaan 
sahkdisessa muodossa. Menetelmassa maaritetaan 
latausehto. Menetelmassa lisaksl vastaanotetaan rahan 
latausvalineiden(15) lahettamaa signaalia ja tutkitaan 
mainittua latausehtoa. Talloin, mikali latausehto toteutuu 
ja mikali rahan latausvalineiden (1 5) lahettama signaali 
on vastaanotettavissa, rahan lataus suoritetaan auto- 
maattisesti. 


Fig. 3 


r 
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A method for loading money, an electronic device, and a system 


The present invention relates to a method for loading money according 
5 to the preamble of the appended claim 1 . The invention also relates to 
an electronic device according to the preamble of the appended 
claim 9, as well as a system according to the preamble of the 
appended claim 14. 

10 So-called cash cards are currently known, in which a user can load 
money in electrical form from an automatic teller machine (ATM) or the 
like. The user can use such a cash card for paying purchases at stores 
which have a card reader capable of reading the cash card. Such cash 
cards are typically based on smart card technology, wherein the card is 

15 provided with a microcircuit in which the cash card functions are 
implemented. Figure 1 shows such a cash card implementation in a 
reduced block chart. The cash card 1 comprises a processor 2, a 
memory 3, as well as connection means 4. The processor 2 is used for 
processing the software necessary for the function of the cash card. 

20 The software is stored in a memory 3 which preferably comprises a 
read-only memory as well as a non-volatile random access memory. 
The read-only memory is used for storing programs, and the random 
access memory is used e.g. to indicate how much money is stored on 
the card. The connection means 4 make communication between the 

25 cash card and an external device possible e.g. upon loading money as 
well as upon paying. 

To prevent abuse, various check-ups and encryptions are used in the 
implementation of the cash card to secure, upon loading of money, 

30 firstly that the person using the card is authorized to load money on the 
card and also that the sum of money to be transferred onto the card 
corresponds to the sum of money to be charged on the user's account. 
In a corresponding manner, when the cash card is used for payment, it 
can be checked that the person in possession of the card is authorized 

35 to pay with the card, that the sum of money on the card is sufficient for 
making the payment, and that the correct sum of money is transferred 
from the card to the recipient of the payment. Such a cash card is also 


2 

called an electronic wallet. However, these check-ups are not 
performed upon payment with all cash card applications. 

At present, cash cards can already be used for making a payment in 
5 several places. For example, in numerous stores, public swimming 
pools, taxes, hotels, etc., payments can be made by using a cash card. 
Furthermore, cash card applications are known which are only 
intended for specific uses, such as payment of a bus trip. 

10 Money is loaded on the cash card at an automatic teller machine pro- 
vided with a card reader for such a cash card. Thus, the user inserts 
the cash card in a card slot 1 6 (Fig. 3) intended for this purpose and 
provided with means for arranging communication between the card 
and the automatic teller machine. After this, the user uses a key- 

15 board 17 to enter his/her personal identification number, after which the 
cash card and/or the automatic teller machine checks that the personal 
identification number has been correctly entered and that the card has 
not been deactivated for example for the reason that the card is 
reported to be stolen. If the card is in order and the personal identifica- 

20 tion number has been correctly entered, money can be loaded. The 
automatic teller machine requests the user to enter a sum that the user 
wishes to be loaded on the card. At this stage, the automatic teller 
machine can also display the sum of money available on the card at 
that moment, on a display 1 8. After the desired sum has been entered, 

25 the automatic teller machine transfers the money e.g. from a bank data 
system 19 onto the card. Thus, the sum of money transferred to the 
card is charged from a bank account, and the sum of money available 
on the card is increased respectively. Information on the money on the 
card is stored in the memory 3 of the cash card. 

30 

At the stage when the user wishes to pay with the cash card, the cash 
card is placed in a card reader and the user enters his/her personal 
identification number to confirm that the card belongs to the user. 
Information on the sum of money which should be charged from the 
35 card is transmitted from a cash register. After this, the card reader 
checks that the sum of money available on the card is sufficient for 
making the payment. If the sum of money is sufficient for making the 


3 

payment, the sum of money corresponding to the payment is charged 
from the cash card and this sum of money is deposited on the account 
of the recipient of the payment. Thus, when the cash card is used, it is 
not actual physical money that is transmitted but information, wherein it 
5 is easier to use the cash card. 

A drawback in using such a cash card is e.g. the fact that to load 
money, the user must find an automatic teller machine with means for 
loading the cash card. Furthermore, the user must insert the cash card 

10 in a card reader and enter his/her personal identification number and 
the sum of money to be transferred. In some situations, the user may 
forget to load money on the card, wherein upon making a payment, the 
sum of money on the card is not necessarily sufficient for making the 
payment. Thus, the user must find a suitable automatic teller machine, 

15 load money on the card and return to pay his/her purchases. 

A wireless cash card has also been developed. In this case, the cash 
card is inserted in a connection device provided with wireless commu- 
nication means. Thus, the cash card can communicate e.g. with a 

20 wireless phone equipped with corresponding wireless communication 
means. Thus, the user can load money on the cash card in such a way 
that the wireless phone sets up a data transmission connection e.g. to 
the home page of the issuer of the cash card in the Internet. This home 
page comprises an application whereby the user can load money in the 

25 same way as when loading money at an automatic teller machine. 
Consequently, the user enters his/her identification number and the 
sum of money to be loaded. The information on the sum of money to 
be transferred is transferred by means of a mobile communication net- 
work to the wireless phone and further via a local wireless communica- 

30 tion connection to the cash card. Also this arrangement has, for exam- 
ple, the drawback that the user must enter his/her personal identifica- 
tion number and the sum of money to be transferred. Furthermore, if 
the communication connection is loaded, the loading of money can 
take a long time. In some situations, it may happen that the loading of 

35 money is not successful. 
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It is an aim of the present invention to eliminate the above-mentioned 
drawbacks to a major extent and to provide a method for loading 
money on a cash card, whereby the loading of money is performed 
automatically. The invention is based on the idea that the loading of 
5 money on the card is performed automatically in the vicinity of an 
automatic teller machine, if the sum of money on the card is smaller 
than a predetermined limit. The method according to the present 
invention is primarily characterized in what will be presented in the 
characterizing part of the appended claim 1. The electronic device 
10 according to the present invention is primarily characterized in what will 
be presented in the characterizing part of the appended claim 9. Fur- 
ther, the system according to the present invention is primarily charac- 
terized in what will be presented in the characterizing part of the 
appended claim 14. 

15 

Considerable advantages are achieved by the present invention when 
compared with cash card solutions of prior art. Applying the method of 
the invention, the loading of money on the card can be performed 
automatically, wherein the user does not need specifically to go to an 

20 automatic teller machine, to insert the card in a card reader, and to 
enter the personal identification number and the sum of money to be 
loaded. Thus, the user does not necessarily even notice that more 
money has been loaded on the card. Consequently, this arrangement 
saves the user's time. Automatic loading of money also has the 

25 advantage that the user does not need to remember to load money on 
the card. 

In the following, the invention will be described in more detail with 
reference to the appended drawings, in which 

30 

Fig. 1 shows a cash card according prior art in a reduced block 
chart, 

Fig. 2 shows, in a reduced block chart, an electronic device that 
35 can be used in connection with the method according to a 

preferred embodiment of the invention, 


5 

Fig. 3 shows an example of a system in which the method accord- 
ing to a preferred embodiment of the invention can be 
applied, and 

5 Fig. 4 shows, in a block chart, different steps in the method 
according to a preferred embodiment of the invention. 

The following is a description on the operation of the method according 
to an advantageous embodiment of the invention, using a cash card 1 

10 shown in Fig. 1 as an example of a cash card and an electronic 
device 5 shown in Fig. 2 as an example of an electronic device. The 
user places the cash card 1 in a card reader 6, as shown in Fig. 3. The 
card reader 6 is arranged in a data transmission connection with the 
electronic device 5. This data transmission connection can be a wired 

15 data transmission connection, wherein a cable 7 is coupled between 
the electronic device 5 and the card reader 6, or the data transmission 
connection can be a wireless data transmission connection, such as a 
short-range radio connection, of which one example to be mentioned in 
this context is the Bluetooth™ system. If the data transmission connec- 

20 tion used between the electronic device 5 and the card reader 6 is a 
wireless data transmission connection, the card reader 6 must be pro- 
vided with a separate power supply by means of batteries or the like. 
However, if a wired data transmission connection is used between the 
electronic device 5 and the card reader 6, the power supply for the card 

25 reader 6 and simultaneously for the cash card 1 can be arranged by 
means of a cable 7 from the electronic device 5. The electronic 
device 5 used in this preferred embodiment is a wireless communica- 
tion device, but it is obvious that also other electronic devices can be 
used in connection with the invention. The electronic device 5 is pro- 

30 vided with first connection means 8 for providing communication 
between the electronic device 5 and the card reader 6. The electronic 
device 6 is provided with first connection means 9 for providing com- 
munication between the electronic device 5 and the card reader 1. 
These communication means 9 of the card reader are coupled with the 

35 communication means 4 of the cash cardl. These communication 
means 9 of the card reader 6 comprise for example mechanical 
coupling means for coupling the conductors of the cable 7 to 
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corresponding pins (not shown) in the connection means 4 of the 
remote card 1. Thus, the connection wire 7 preferably has a conductor 
for each pin in the connection means 4 of the remote card. It is obvious 
that the card reader 6 can also comprise connection means 9 of an- 
5 other type, in which it is possible to make e.g. protocol conversions and 
other data processing operations. Thus, data can be transmitted from 
the card reader 6 to the electronic device 5 in a different format than 
when transferred directly from the cash card 4 to the electronic 
device 5. If a wireless data transmission connection is used between 
1 0 the electronic device 5 and the card reader 6, the connection means 9 
of the card reader 6 comprise means for implementing this wireless 
data transmission connection. 

The electronic device 5 preferably comprises a processor 10, memory 
15 means 11, a user interface 12, a radio part 13, and local communica- 
tion means 14. 

When the cash card 1 is placed in the card reader 6, the cash card 1 is 
preferably identified in the following way. The electronic device 5 iden- 

20 tifies the type of the cash card 1 and requests the user to give his/her 
own personal identification number corresponding to this cash card. 
The identification number is transmitted from the electronic device 5 to 
the cash card 1, in which the connection means 4 transfer the informa- 
tion to the processor 2. The processor 2 checks that the identification 

25 number corresponds to the identification number stored on the card 1 , 
after which the cash card 1 transmits acceptance information to the 
electronic device 5. If the identification number does not match, the 
cash card 1 reports to the electronic device 5 that the identification 
number is incorrect. If the identification number has been correctly 

30 entered, the user can for example check the balance on the cash 
card 1 by selecting the respective function by means of the user inter- 
face 12 of the electronic device 5. By means of the user interface 12, 
the user can also switch on the function of automatic loading by the 
electronic device 5. In this connection, the user can also set a condition 

35 for performing the automatic loading. This loading condition can be e.g. 
a minimum limit, a maximum limit, an average balance on the card, a 
day and time of the week, a location, etc. The minimum limit indicates 
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how much money the user wishes to have on the cash card 1 . In addi- 
tion to the minimum limit, the user can advantageously set the sum of 
money to be loaded at a time, or the setting can be made to load so 
much money on the cash card 1 that the minimum limit will be 
5 exceeded. By setting a maximum limit, the user can restrict the balance 
of the card to a desired upper limit, wherein upon loading the card, it is 
checked that the maximum balance will not be exceeded. An average 
card balance can be determined e.g. for a time of a month, wherein 
upon loading the card, a sum of money is loaded whereby the balance 

10 of the card is made substantially to the averange balance. Further- 
more, the above-mentioned loading condition based on time can be 
applied for example in such a way that for a weekend, a larger sum of 
money is loaded on the card than for weekdays. The loading condition 
can also be limited to time, wherein, for example, a smaller minimum 

15 and/or maximum limit is used in the evening than in daytime. The loca- 
tion data can be determined e.g. for an automatic teller machine, 
wherein loading is performed e.g. when the user is in the vicinity of an 
automatic teller machine located at a shopping centre, a service station 
or the like. It is obvious that in connection with the present invention, 

20 also other loading conditions can be determined than those presented 
above, and that different loading conditions can also be used in combi- 
nation, e.g. minimum and maximum limits. 

Furthermore, the personal identification number entered by the user 
25 can be stored e.g. in the memory means 1 1 of the electronic device 5, 
wherein the user does not need to enter the identification number upon 
automatic loading according to a preferred embodiment of the inven- 
tion. The user can also set the identification number of the cash card to 
be the same as the identification number possibly related to the user of 
30 the electronic device 5, such as the PIN code (Personal Identity 
Number) known from wireless communication devices. 

Turning on the automatic loading function will set the local communica- 
tion means 14 of the electronic device 5 to receive a signal transmitted 
35 by an automatic teller machine 15 preferably at intervals (Fig. 3). Thus, 
in a situation in which the user is in the vicinity of an automatic teller 
machine 15 provided with wireless local communication means 20 for 
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automatic loading, the local communication means 14 of the electronic 
device 5 receive an inquiry message transmitted by the automatic teller 
machine 15. In the flow chart of Fig. 4, the transmission and the 
examination of this inquiry message are represented by blocks 401 and 
5 402, respectively. After the electronic device 5 has received the inquiry 
message, the electronic device 5 checks the sum of money on the 
cash card 1 (block 403). If the sum of money on the cash card 1 is 
smaller than the set minimum balance, money will be loaded on the 
cash card 1 . 

10 

In a preferred embodiment of the invention, money is loaded in the fol- 
lowing way. The electronic device 5 transmits the identification number 
of the cash card 1 by the local communication means 14 (block 404). 
The automatic teller machine 15 listens if any device has replied to the 

15 inquiry message (block 405). After the automatic teller machine 15 has 
received the identification number transmitted from the electronic 
device 5, the automatic teller machine 15 checks that the identification 
number corresponds to an identification number stored in the bank 
data system 19 (block 406). After checking the identification number 

20 and verifying that it is correct, the automatic teller machine 15 sends an 
acknowledgement message and inquires the sum of money to be 
loaded (block 407). After receiving the acknowledgement and inquiry 
message, the electronic device 5 investigates how much money should 
be loaded on the cash card 1 . The sum of money to be loaded is either 

25 fixed or such that the minimum limit will be exceeded, as already men- 
tioned above in this description. The electronic device 5 transmits 
information about the sum of money to be loaded by the local commu- 
nication means 4 (block 408). After this, the automatic teller 
machine 15 checks the balance on the account (block 409), and if the 

30 account balance is sufficient for performing the loading, the automatic 
teller machine 15 sends a message informing about loading of the 
money (block 410). If the sum of money on the account is not sufficient 
for performing the loading, the automatic teller machine sends e.g. 
information on how much money is available on the account for load- 

35 ing, or sets the sum of loading to be for example zero, wherein the 
electronic device 5 can deduce on the basis of this that no money can 
be loaded on the card 1 . On the other hand, bank accounts with credit 
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facility are known, wherein the amount exceeding the balance on the 
account is booked as credit for the user and loading can be performed 
normally. 

5 The electronic device 5 receives the message transmitted by the local 
communication means 20 of the automatic teller machine 15, examines 
from the message e.g. the sum of money to be transmitted, and then 
stores it on the cash card 1 (block 411). The loading of money is pref- 
erably performed in the following way. The electronic device 5 trans- 

10 mits a message via the first connection means 8 to the cash card 1, 
and in this message, information is transmitted about the sum of 
money to be deposited on the card 1 . The processor 2 of the cash 
card 1 checks the validity of the data transmission, after which the 
processor 2 changes the information in the memory 3 about the sum of 

15 money stored on the card 1 to correspond to the new situation. 

It is obvious that in the above-mentioned operations of money trans- 
fers, various confirmations and checkings are performed, and further, 
the information is transmitted in encrypted format to prevent abuse. 
20 However, this is prior art known by anyone skilled in the field, wherein 
its description in more detail will not be necessary in this context. 

In the above description of the method according to a preferred 
embodiment of the invention, a system was used where the electronic 

25 device 5, the card reader 6 and the cash card 1 are separate devices; 
however, it is obvious that also other types of systems can be applied 
in connection with the invention. For example, the functions of the card 
reader 6 can be implemented in connection with the electronic 
device 5, wherein the cash card 1 is placed in corresponding means in 

30 the electronic device 1 to connect the cash card 1. In another embodi- 
ment, the cash card 1 can be implemented in connection with another 
card, such as an identification card 21 (shown with broken lines in 
Fig. 2) for a user of a wireless communication device, preferably in 
connection with a SIM card (Subscriber Identity Module). In this case, 

35 a separate cash card 1 is not necessarily required. In this embodiment, 
payment is made in a wireless manner for example by means of the 
local communication means 14 of the electronic devices. Thus, the 
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receiver of the payment should have a corresponding device which is 
capable of communicating with the electronic device 5. On the other 
hand, the payment can also be made by means of the radio part 13, 
wherein separate local communication means 14 are not necessarily 
5 needed in connection with the payment. 

The following is a description on the operation of the method according 
to an advantageous embodiment of the invention, using as an example 
of an electronic device an electronic device 5 in which the functions of 

10 the cash card 1 are provided in connection with a user identification 
card 21 . In this context, the GSM mobile phone should be mentioned 
as a non-limiting example of such a wireless communication device. In 
this embodiment, the electronic device 5 does not necessarily require a 
card reader 6 or a cable 7. Furthermore, as the cash card controller 2, 

15 memory 3 and communication means 4, the corresponding functional 
blocks of the identification card are advantageously used, but for clar- 
ity, they are not shown in connection with the identification card of 
Fig. 2. 

20 The user has turned on the wireless communication device, wherein it 
has logged in a mobile communication network (not shown) in a way 
known as such, if it has been possible in view of the resources and 
connection quality in the mobile communication network at the time. In 
the method, to determine the need for loading money, the realization of 

25 the loading condition determined for the cash card is preferably exam- 
ined at intervals and/or in connection with a payment operation, e.g. by 
comparing the deposited sum of money with the set minimum sum. If 
the loading condition is fulfilled, it is examined if the wireless communi- 
cation device can set up a connection to the mobile communication 

30 network at the moment. If a connection can be set up, a loading 
request is transmitted from the wireless communication device 5 to the 
mobile communication network, from which it is further transmitted to 
the data system of the financial institution e.g. by calling a determined 
telephone number. After this, the wireless communication device 5 and 

35 the data system of the financial institution communicate with each other 
e.g. to find out the user's account data. Furthermore, the electronic 
device 5 transmits information about the sum of money to be loaded. 
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After this, the money is transferred from the data system of the finan- 
cial institution to the wireless communication device 5 via the mobile 
communication network by using communication methods known as 
such. In the wireless communication device 5, the sum of money 
5 deposited on the cash card is changed accordingly. In this embodi- 
ment, the means 15 for loading money thus comprise a mobile com- 
munication network. 

If the cash card 1 used is a separate cash card known as such, the 
10 payment can be made in a way known as such by removing the cash 
card 1 from the card reader 6 and placing it in the corresponding card 
reader of the recipient of the payment. Thus, the user enters his/her 
personal identification number, after which a sum of money corre- 
sponding to the payment is deduced from the cash card 1 presuming 
15 that the sum of money on the cash card 1 is sufficient for making the 
payment. 

The invention has been described above in connection with the cash 
card 1 ; however, the method according to the invention can also be 

20 applied in connection with charge cards intended for the payment of 
e.g. bus fees. Thus, means for performing loading are provided e.g. in 
the vicinity of bus stops. These loading means preferably transmit 
inquiry messages, wherein an electronic device 5 located in its close 
vicinity and complying with an advantageous embodiment of the inven- 

25 tion, detects the inquiry message, checks the sum of money on the 
charge card, and if the sum of money is smaller than the set minimum 
limit, money is loaded on the charge card. On such a charge card, it is 
possible to load e.g. a certain sum of money or a sum of money corre- 
sponding to a certain number (e.g. 1) of bus trips. 

30 

It is obvious that the present invention is not limited solely to the above- 
presented embodiments, but it can be modified within the scope of the 
appended claims. 


35 
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Claims : 

1. A method for loading money from money loading means (15) to 
money depositing means (1), wherein money is deposited in electrical 

5 format, characterized in that in the method, a loading condition is 
determined, a signal transmitted by the money loading means (15) is 
received, and said loading condition is examined, wherein loading 
takes place automatically, if the loading condition is fulfilled and if the 
signal transmitted by the money loading means (15) can be received. 

10 

2. The method according to claim 1 , characterized in that said load- 
ing condition used is a minimum sum, wherein in the method, the sum 
of money deposited in the money depositing means (1) is compared 
with said minimum sum, and loading takes place, if the deposited sum 

15 of money is smaller than said minimum sum. 

3. The method according to claim 1 or 2, characterized in that said 
loading condition used is a maximum sum, wherein in the method, the 
sum of money deposited in the money depositing means (1) is com- 

20 pared with said minimum sum, and loading takes place, if the depos- 
ited sum of money is smaller than said maximum sum. 

4. The method according to claim 1 , 2 or 3, characterized in that in 
the method, also the sum of money to be loaded at each loading time 

25 is determined. 

5. The method according to any of the claims 1 to 4, characterized in 
that in connection with the loading of money, an identification number 
is transmitted to the money loading means (15) for identification of the 

30 user. 

6. The method according to any of the claims 1 to 5, characterized in 
that a cash card is used as the money depositing means (1). 

35 7. The method according to any of the claims 1 to 6, characterized in 
that an automatic teller machine is used as the money loading means 
(15). 
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8. The method according to any of the claims 1 to 6, characterized in 
that a mobile communication network is used as the money loading 
means (15). 

5 

9. An electronic device (5) provided with money depositing means (1) 
comprising means (8) for setting up a data transmission connection to 
money loading means (1), and means (8, 10, 13) for loading money 
from the money loading means (15) to the money depositing means 

10 (1), characterized in that it comprises means (12) for determining a 
loading condition, means (13) for receiving a signal transmitted by the 
money loading means (15), and means (10) for examining the loading 
condition, wherein the loading is arranged to be performed automati- 
cally, if the signal transmitted by the money loading means (15) can be 

1 5 received and if said loading condition is fulfilled. 

10. The electronic device (5) according to claim 9, characterized in 
that the means (13) for loading money comprise wireless communica- 
tion means. 

20 

11. The electronic device according claims 9 or 10, characterized in 
that the money depositing means (1) comprise a cash card. 

12. The electronic device (5) according to any of the claims 9 to 11, 
25 characterized in that it comprises an identification card for identifying 

the user of the electronic device, and that the money depositing means 
(1) are arranged in connection with said identification card. 

13. The electronic device (5) according to any of the claims 9 to 12, 
30 characterized in that it comprises means for performing functions of 

a mobile station. 

14. A system for loading money, comprising money loading means 
(15), money depositing means (1), an electronic device (5) provided 

35 with the money depositing means (1), means (8) for setting up a data 
transmission connection between the electronic device (5) and the 
money loading means (1), and means (8, 10, 13) for loading money 
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from the money loading means (15) to the money depositing means 
(1), characterized in that the system comprises means (12) for 
determining a loading condition, means (20) for transmitting a signal 
from the money loading means (15), means (13) for receiving the sig- 
5 nal transmitted by the money loading means (15), and means (10) for 
examining the loading condition, wherein the loading is arranged to be 
performed automatically, if the signal transmitted by the money loading 
means (15) can be received and if said loading condition is fulfilled. 


Abstract 

The present invention relates to a method for loading 
money from money loading means (15) to money 
depositing means (1). In the method, money is depos- 
ited in electrical form. In the method, a loading condition 
is determined. Further in the method, a signal transmit- 
ted by the money loading means (15) is received, and 
said loading condition is examined. Thus, if the loading 
condition is fulfilled and if the signal transmitted by the 
loading means (15) can be received, money is loaded 
automatically. 
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